FOR INFORMATION ONLY

LEGEND

AN

WORK ZONE

DETOUR NOTES

AFTER REMOVING

TO ITS ORIGINAL CONDITION AND ELEVATION,
PLACING GRAVEL, SOD OR SEED MUST BE INCLUDED IN THE UNIT BID
PRICE FOR “TRAFFIC CONTROL & PROTECTION FOR TEMPORARY DETOUR.”

DETOUR ROUTE I. THE CONTRACTOR MUST FURNISH, INSTALL, MAINTAIN AND REMOVE ALL
TEMPORARY SIGN SUPPORTS.
THE CONTRACTOR MUST FILL HOLES (IF ANY) AND RESTORE THE GROUND
THE COST OF

THE SUPPORTS,

2 ALL SIGNS, SUPPORTS AND POSITIONING MUST BE IN ACCORDANCE
WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, LATEST EDITION.

3. SIGNING SHALL BE PLACED AT

LOCATION THAT WILL BE COMPATIBLE

WITH EXISTING SIGNING AND PER DISTRICT ONE DETAIL TC-21.

4. ALL EXISTING SIGNS OR OTHER DETOUR SIGNS THAT CONFLICT
WITH THE DETOUR MUST BE COVERED.
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